LINE ITEM 6 SPECIFICATION

1A. GENERAL ASSEMBLY

THE TRUCK MOUNTED ATTENUATOR (TMA) TAILGATE MOUNTING SYSTEM IS DESIGNED FOR QUICK
INSTALLATION ON THE TAILGATE OF DUMP TRUCKS WITH GROSS VEHICLE WEIGHT (GVW) RANGES
BETWEEN 13,500 LB. AND 25,000 LB. TMA TAILGATE MOUNT SYSTEM SHALL UTILIZE THE DUMP BED OF
THE TRUCK FOR QUICKLY MOUNTING THE TMA AND ALL ITS COMPONENTS.

THE TMA TAILGATE MOUNTING SYSTEM SHALL ALLOW FOR ADJUSTMENT TO COMPENSATE FOR
TAILGATE HEIGHTS FROM 5.25 TO 8.3 FT AND TAILGATE THICKNESS FROM 3 TO 4.5 INCHES

1B. MAJOR COMPONENTS
THE TMA TAILGATE MOUNTING SYSTEM WILL CONSIST OF THE FOLLOWING MAJOR COMPONENTS:
1- SPACER FRAME
2- TWO (2) TAILGATE HANGERS
3- TWO (2) TAILGATE RETAINING CLIPS
4- TWO (2) UNDERRIDE STRUTS
5- TWO (2) TURNBUCKLE ASSEMBLIES

1D. ACCEPTABLE BRANDS/MODELS

003524384-00 TAILGATE MOUNT ASSEMBLY BY TRINITY HUGHWAY PRODUCTS, LLC OR EQUAL



